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1 2 
y invention relates toimprovements instac  thc.materilsto betied-:are stacked and brought 
ing devices in which the elements comprising intoEalignment;to-form'uniform sized packages, 
and forming the hopper of the stacking device Approximately midway at the standards at 9 
are adjustable each to the other and together are shelves 0 fixed to and extending at right 
provide a self contained holding xture. 5 angles from the sides 5 and 6 upon which the 
The object of my invention is to provide a hold- sheet materials test during the stacking and 
tng fixture in the form of a hopper that is ad- tying operations. When the standards are 
Justable to variable sizes of sheet materials that assembled as shown in Figure 1 the shelves form 
will permit the binding of the sheet materials a segmented base for the hopper and form an 
into packages by means of cord or tape while 10 open cross ! through which cord or tape can 
the sheets are in place within the hopper with- be passed and wound around materials to be 
out interference during the tying operation by packaged. The sides of the hopper are also 
the elements comprising the hopper, spaced fo provide vertical slots !2 through which 
This and other objects are attained by means cord or tape can pass to wind it around a stack 
illustrated in the drawing and described in the 15 of materials to be packaged while held in the 
specification forming part of this application, hopper. 
In the drawings: The lower portions  of the standards are off- 
ligure 1 is a plan view looking down into the set and extend beyond faces 6 of the standards 
stacking device, so that a space ! between each of the sections 
Figure 2 is a view showing the stacking device 20 ! of the standards ! and  will be ample to pro- 
in vertical elevation taken on line 2--2 oî vide easy passage for an operator's hand while 
Figure 1. winding the cord or tape around a stack of 
Figure 3 is view showing the side elevation of sheets held in the hopper. The lower portions 
the stacking device, act as legs ! and terminate in a pari !6 which 
Figure 4 is a view showing a package of money 25 steadies and upon which the entire stacking de- 
in perspective, vice is supported. 
Similar numerals refer fo similar parts Integral with and flxed fo the legs !  are bosses 
throughout the specification and the several ! having holes ! and !9 therethrough and 
views in the drawing, these holes extend through these bosses at right 
Practice throughout the banking profession re- 30 angles to each other. Slidably mounted in these 
quires that money and/or checks in certain holes are rods 20 and 2! also at right angles 
quantities must be tied into master packages for to each other and upon which the standards are 
handling during storage and shipment. These slidably mounted to vary the size of the hopper. 
packages must resist rough handling and remain There are tapped holes 2 and 2 in the bosses 
intact to prevent loss and recourir. Since the 35 for wing headed set screws 2 which hold the 
money and/or checks are very limp it is diflcult standards in fixed relation to one and the other 
to hold them and at the same rime rie them into on the rods after adjusting the hopper to a cer- 
sturdy packages without the aid of some type of tain size for money, checks or sheets. 
a holding device. The device, however, must be To operate and rie a package the material is 
so constructed that its working parts wfll hot 40 placed in the hopper and the sheets, money or 
in any manner interfere with the cord or tape checks will align themselves one on top of the 

when the money and/or checks are being bound 
into a package. 
To accomplish this I bave invented an adJust- 
able self contained stacking device, with a hopper 
adapted to be arranged for various sizes of sheet 
materials, to hold them and permit the materials 
to be wound around by cord or tape while they 
are held in the hopper of the stacking device 
and tlereby obtain indestructible packages. 
There are two right handed standards ! and 
two left handed standards 2 divided into an upper 
portion S and a lower portion . The upper por- 
tions bave sides  and  that intersect at 1 to 
form right angled corners îor a hopper 8 wherein 

other by reason of the gaging effect of the sides 
and ends of the hopper. Cord or tape is then 
laid down on the top of the stack and passes 
45 through the end or side vertical slots and also 
through one of the arms oî the open cross. The 
hands are passed through the spaces provided be- 
tween the legs a halî knot is îormed and the cord 
or tape is then brought upward at right angles 
50 to the previous passage and drawn on until the 
sheets, money or checks are compressed together. 
The cord or tape during this operation is in the 
other arm of the open cross and the other verti- 
cal slot opposite to the one used previously and 
55 the cord or tape is then knotted to prevent the 



3 
package of sheets, money or checks from ex- 
panding or pufflng. It will occur to any one using 
my device that a double wrapping and winding of 
the cord or tape can also be accomplished and I 
bave merely described a single wrapping for 
simplicity. 
Having thus described my invention I claire: 
A stacking and bundle tying device, comp.rising 
a !olurality of s!oaced upright standards having 
upper and lower extremities offset in relation 
each fo the other fo provide greater space be- 
tween said lower extremities o£ said standards 
than the space between the upper extremities, 
segmented shelf means intermediate said upper 
and lower extremities secured to and adjacent 
said standards between their extremities, a plu- 
rality of rods disposed at right angles each to 
the other slidably mounted in and adjacent said 
lower extremities of said standards to provide 
hand hole space bctween said rods and said shelf 
means and means £or securing said standards 
and rods to each other fo position the shelf means 

4 
in spaced relation each to the other to provide 
open channels between said shelf means to per- 
mit overwrapping laterally and longitudinally of 
a bundle supported on said shelf without inter- 
5 ference by any of the elements comprising the 
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stacking and bundling device. 
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